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Abstract
A multiparameter magnetic imaging system and method to be used in the localized measurement of the
magnetic properties of a material and the display of those properties in the form of a false color image
indicating the occurrence of those properties across the surface of a sample specimen. The system includes an
inspection probe to measure certain magnetic parameters across the surface of the specimen and means to
determine a multiplicity of magnetic property values based on the measured data. The system also includes a
visual display system which selectively displays the data relating to the determined magnetic properties in the
form of a false color image indicating the presence and variation of these magnetic properties across the
specimen surface.
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MAGNETIC IlVIAGING SYSTEM FOR DISPLAY OF 
LOCAL VARIATIONS OF MAGNETIC 
PROPERTIES IN MAGNETIC MATERIAL 
GRANT REFERENCE 
This invention was made with Government support 
under Contract No. ITA 87-02 awarded by US. De 
partment of Commerce. The Government has certain 
rights in the invention. 
FIELD OF THE INVENTION 
The present invention relates generally to systems for 
the localized evaluation of the magnetic properties of a 
material and more particularly to a system and method 
for deriving and displaying a multidimensional color 
representation of the magnetic properties occurring 
across the surface of a material specimen. 
BACKGROUND OF THE INVENTION 
It is often desirable to evaluate the properties of a 
material without damaging the specimen being tested. 
Several known techniques make use of magnetism to 
evaluate speci?c properties in a specimen sample. Such 
evaluation techniques include eddy-current testing, 
magnetic particle inspection and ?ux leakage inspec 
tion. Such techniques, however, provide only limited 
information regarding the properties of the material 
under evaluation. 
Magnetic particle inspection and ?ux leakage inspec 
tion represent well known magnetic evaluation tech 
niques. These techniques permit detection of cracks and 
pitting due to the perturbance of magnetic ?ux caused 
by such inhomogeneities. These techniques, however, 
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discontinuities in material properties such as stress or 
fatigue which produce subtle changes in the character 
istics of a material. 
The ability to obtain more meaningful information 
regarding a material’s less pronounced intrinsic proper 
ties through measurement of magnetic properties has 
been recently recognized by those skilled in the art. For 
example, it is known that coercivity can be used to 
detect plastic deformation and hardness, that maximum 
differential permeability can be used to measure stress, 
that remanence can be used to detect creep damage, 
that a combination of remanence and coercivity can be 
used to detect impending fatigue failure and that hyste 
resis loss can be used to detect changes in grain bound 
ary segregation arising from temper embrittlement. 
This ability to correlate the magnetic characteristics 
of a material to its less pronounced intrinsic physical 
properties is disclosed in US. Pat. Nos. 5,008,621 and 
5,012,189 both of which issued to the present inventor. 
As recognized in the art and taught by both the ’621 
patent and the ’l89 patent, bulk magnetic properties 
such as coercivity, remanence, hysteresis loss, initial 
permeability, maximum differential permeability and 
anhysteretic permeability may be derived from mag 
netic hysteresis curves. As is well known, the magnetic 
hysteresis curve is a plot of ?ux density B in a material 
versus a varying applied magnetic ?eld intensity H. 
Both the ’621 patent and the ’l89 patent further teach 
that information regarding the physical properties of a 
sample specimen may be obtained from the evaluation 
of the magnetic properties occurring therein. 
The ’l89 patent entitled “Method for Deriving Infor 
mation Regarding Stress from a Stressed Ferromag 
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netic Material” is illustrative of one type of physical 
data which can be derived from magnetic measure 
ments. Speci?cally, the ’l89 patent discloses the ability 
to derive a meaningful estimate of the actual and resid 
ual stress in a material based on the hysteresis and an 
hysteretic magnetization curves at the origin as com 
pared to such curves in an unstressed sample. 
The system and method disclosed in US. Pat. No. 
5,059,903 to Otaka et al. illustrates another type of phys~ 
ical data which may be derived from magnetic measure 
ments. As disclosed in the Otaka patent, the embrittle 
ment of a material can be evaluated through comparison 
of the magnitude of magnetization characteristics mea 
sured in a sample specimen to the magnetic characteris 
tics of a virgin specimen. By making these comparative 
analyses on a periodic basis, it is possible to determine 
degradation rates as well as to identify areas in which 
degradation is most severe. 
While useful in evaluating a speci?c property of the 
specimen, namely embrittlement, it will be appreciated 
that the Otaka patent does not provide for the evalua 
tion of a broad scope of material properties such as 
hardness, internal stress or grain boundary segregation 
which may be of interest. 
The system and method disclosed in the ’621 patent to 
the present inventor provides a useful means to evaluate 
the bulk magnetic properties occurring in a sample as a 
whole without the need to make a comparison to virgin 
material as is required by the Otaka patent. As disclosed 
in the ’621 patent, this bulk analysis is effected by sub 
jecting an entire sample to a variable magnetic ?eld and 
taking multiple measurements of the magnetic ?eld and 
the magnetic ?ux of the specimen as the magnetic ?eld 
is cycled in a controlled manner. As will be recognized, 
such a controlled cycling permits the collection of data 
suf?cient to generate a hysteresis curve. 
The system and method of the ’621 patent are useful 
in generating information relative to the sample as a 
whole. However, due to the need to surround the sam 
ple with a magnetic ?eld, no information is obtained 
regarding differences in a material’s magnetic proper 
ties, and hence physical characteristics, occurring 
across the specimen surface. Further, the ’621 patent 
incorporates no means to display data relating to the 
magnetic properties occurring across an area of the 
sample specimen. 
SUMMARY OF THE INVENTION 
In view of the foregoing, it is a general object of the 
present invention to provide a system and method to 
produce a false color image of a sample specimen dis 
playing the magnetic properties present across the sur 
face of a sample specimen. 
In that respect, it is an object of the present invention 
to provide a system and method which allows the scan— 
ning determination of multiple magnetic properties 
across the surface of the specimen sample. 
It is a further object of the present invention to pro 
vide a system and method which permits the magnetic 
properties measured across the surface to be related to 
positions on the specimen surface. 
It is yet a further object of the present invention to 
provide a system and method which permits the display 
of selected magnetic properties or combinations of 
properties present across the surface of the specimen 
sample in the form of a false color image indicating the 
3 
magnitude of the magnetic property or combination and 
a positional relation to the surface of the specimen. 
Accordingly, it is a feature of the present invention to 
provide a system and method for scanning measurement 
of multiple magnetic properties across the surface of a 
sample specimen. 
It is an additional feature of the present invention that 
the position of the probe during scanning measurement 
is identi?ed. 
It is a further feature of the present invention that the 
position of the probe during scanning measurement is 
correlated to the magnetic properties measured during 
the scan. 
It is yet another feature of the present invention that 
a false color image is displayed illustrating the magni 
tude and variation of magnetic properties across the 
surface of the sample specimen. 
It is yet a further feature of the present invention that 
multiple images illustrating multiple magnetic proper 
ties may be displayed. 
In accordance with one aspect of the present inven 
tion, a multiparameter magnetic imaging system for 
deriving and displaying a multidimensional color repre 
sentation of the magnetic properties of a material is 
provided. The multiparameter imaging system com 
prises a magnetic inspection probe making multiple 
scanning measurements of magnetic data at a plurality 
of locations across a specimen surface, means for corre 
lating magnetic data to locations on the specimen sur 
face, means for deriving magnetic properties of the 
specimen and means for displaying a false color image 
illustrating the presence and variation of magnetic prop 
erties across the specimen surface. 
In another aspect of the present invention, a method 
for carrying out the magnetic evaluation of a material is 
provided. The method comprises the steps of measuring 
magnetic parameters of a material at locations across 
the surface of a material specimen, determining the 
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the specimen and displaying a false color image of the 
specimen surface illustrating the presence and variation 
of magnetic properties. 
In a related aspect of the present invention, a method 
for carrying out the magnetic evaluation of a material is 
provided wherein multiple images are displayed of the 
specimen surface illustrating multiple magnetic proper 
ties. 
BRIEF DESCRIPTION OF THE DRAWINGS 
FIG. 1 is a block diagram of a preferred embodiment 
of the present invention. 
FIG- 2A is a perspective view of the positional scan 
ner and magnetic inspection probe of the present inven 
tion scanning a sample specimen. 
FIG. 2B is a top view of the positional scanner and 
magnetic inspection probe of FIG. 2A. 
FIG. 3A is a perspective view of a typical narrow 
aperture magnetic inspection head for use in the present 
invention. 
FIG. 3B is a side view of the narrow aperture inspec 
tion probe of FIG. 3A illustrating the lines of magne 
tism in a sample specimen. 
While the invention will be described and disclosed in 
connection with certain preferred embodiments and 
procedures, it is not intended to limit the invention to 
those speci?c embodiments. Rather it is intended to 
cover all such alternative embodiments and modi?ca 
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tions as fall within the spirit and scope of the invention 
as de?ned by the appended claims. 
DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENT 
Turning now to the drawings, a preferred embodi 
ment of the magnetic imaging system of the invention is 
shown in FIG. 1 and generally designated by reference 
numeral 10. As shown, a test specimen 12 may be 
scanned by means of a moveable magnetic probe 14. 
As will be appreciated, this scanning operation may 
be effected in numerous ways. For example, the probe 
14 may be moved across the surface of the specimen by 
manual means, by application of an analog voltage sig 
nal to a potentiometer based positioning arrangement or 
moved in a controlled manner by an attached stepper 
motor which moves the probe 14 in a known manner. In 
fact, any probe positioning means may be incorporated 
for use in the present invention so long as an indication 
of probe position during measurement is provided. For 
example, if the probe 14 is moved manually across the 
surface of the specimen 12, or by a motor without a 
closed loop feedback control, a positioning encoder 
coupled to the probe can produce signals of probe posi 
tion during measurement. This information is entered 
into a computer 20 for correlation to the multiple mag 
netic properties measured across the surface of the spec 
imen 12 as described more fully below. 
While any positioning means which permits the loca 
tion of the probe to be identi?ed during measurement is 
within the scope of the present invention, in the pre 
ferred embodiment the inspection probe 14 will be 
scanned across the surface of the specimen 12 by means 
of an X/Y positioner 16 controlled by means of analog 
voltage signals. A preferred embodiment of the X/Y 
positioner 16 is illustrated in FIGS. 2A-B. It will be 
noted that while reference is made to the X/Y posi 
tioner 16, movement of the probe 14 is not limited to a 
rectilinear coordinate designation system. Rather, any 
appropriate coordinate system may be utilized. 
As illustrated, the X/Y positioner 16 is preferably 
controlled by analog outputs generated by a control 
system 18. The control system 18, in turn, is driven by 
a digital signal generated by a computer processor 20 
which is programmed in a known manner to cause the 
X/Y positioner 16 to move the magnetic inspection 
probe 14 across the sample. 
In the preferred embodiment, the magnetic inspection 
probe 14 is capable of generating highly resolved data. 
That is, as discussed below, the inspection probe 14 is 
capable of limiting the measurement of magnetic param 
eters to within a relatively small surface area. Prefera 
bly, this resolution of measurement will be on the order 
of approximately 1 millimeter square. Thus, in the pre 
ferred embodiment, the positioning means utilized will 
be able to position the probe with at least the same level 
of precision as the probe resolution. 
In order to generate the highly resolved data which is 
desirable in the present invention, a narrow aperture 
unidirectional magnetic probe is generally utilized. One 
potential embodiment of such a probe is illustrated in 
FIGS. 3A~B. The technology for such high resolution 
probes is known in the art, although prior to the present 
invention the use of such technology has not been ex 
tended to the comprehensive evaluation of the magnetic 
properties present across a specimen surface. 
In the preferred embodiment, inspection probe 14 is 
capable of generating a controllably varying magnetic 
5,394,083 
5 
?eld while at the same time taking multiple measure 
ments of ?eld strength and magnetic ?ux in the speci 
men. Accordingly, the high resolution magnetic probe 
14 utilized in the preferred embodiment includes a ?eld 
generating power coil, means for detecting ?eld 
strength and means for measuring magnetic flux in the 
specimen. The ?eld detection means may consist of the 
?eld generating coil if the coil is controlled in a known 
manner by means such as a programmable power sup 
ply as described more fully below. Alternatively, a 
separate detection device such as a Hall probe or super 
conducting quantum interference device (SQUID) may 
be used if appropriate. In the preferred embodiment, 
magnetic ?ux will be measured by means of a tape re 
corder read/write head as known in the art and illus 
trated in FIGS. 3A-3B. Alternative flux measurement 
means capable of measuring magnetic ?ux in the speci 
men with suf?cient precision may also be employed. 
One embodiment of an inspection probe for use in the 
system and method of the present invention is illustrated 
in FIGS. 3A-B. As illustrated, the inspection probe 
typically includes a body portion 17, a power coil 19, 
and a flux detection coil 21. As illustrated, the body 
portion 17 preferably has a narrow aperture 23 disposed 
therein. As will be appreciated, this narrow aperture 
gap permits the collection of highly resolved specimen 
?ux data by the flux detection coil 21. In the embodi 
ment illustrated, the power coil 19 is used to control and 
monitor the magnetic ?eld. As previously indicated, 
however, inspection probe 14 may also incorporate 
other means, such as a Hall probe (not shown) to pro 
vide an independent measure of ?eld intensity. 
As most clearly indicated through reference to FIG. 
3B, the narrow aperture probe 14 is preferably passed 
very close to the surface of the specimen 12 during 
measurement. This permits the magnetic ?eld to be 
applied to the specimen in a precise manner thereby 
permitting high resolution readings across the narrow 
aperture gap 23. 
In order to determine the values for multiple mag 
netic properties across the surface of the specimen, the 
magnetic ?eld generated by the ?eld coil of the probe 
14 is preferably cycled through a range of values suf? 
cient to generate a full hysteresis loop for the material 
under evaluation. Thus, at each instance of probe mea 
surement, a plurality of data points representing the 
?eld intensity H and the ?ux density B is collected. 
In order to cycle the magnetic ?eld through the de 
sired range of values, a programmable power supply 30 
is preferably utilized. In the preferred embodiment, the 
programmable power supply 30 is controlled by means 
of control system 18, which in turn is controlled by a 
digital output from computer 20 based on commands 
which may be preprogrammed. Measurements of ?eld 
intensity and ?ux density are conveyed to a data acqui 
sition system 32 as analog voltage signals, V Hand V¢re 
spectively. As discussed previously, ?eld intensity H 
may be determined either by means of the known con 
trolled relation between the power supply 30 and the 
?eld generating power coil 19 or by separate means 
such as a Hall probe. 
Importantly, numerous voltage signals will be gener 
ated at each point of probe measurement as the ?eld 
intensity is cycled over a range of values by means of 
the programmable power supply 30. By collecting data 
over a full cycle of ?eld intensity values, it is possible to 
generate data suf?cient to construct a full hysteresis 
loop. This data may thereafter be utilized to determine 
20 
25 
35 
40 
55 
60 
65 
6 
the values for multiple magnetic properties at any loca 
tion across the surface of the specimen since such prop 
erties are de?ned by the hysteresis loop in a well known 
manner. 
The voltage signals generated by the magnetic probe 
14 are preferably transmitted to a data acquisition sys 
tem 32 which collects the data and converts the analog 
voltage signals to digital form suitable for storage and 
computer processing. Data acquisition systems which 
are well known in the art may be utilized. One such 
acquisition system which may be utilized is the Labmas 
ter system which is distributed by Tecmar Incorporated 
of Solon, Ohio. This system utilizes a i 10 Volt output 
with a 0.005 Volt resolution and a 12 bit A/D con 
verter. 
The digital signals generated by the data acquisition 
system 32 are transmitted to the computer 20 for pro 
cessing. If the magnetic probe 14 is positioned by means 
other than program commands generated by the com 
puter 20, the data acquisition means may also be used to 
collect positional data from these positioning means for 
eventual transmission to the computer. 
Once the digital signals representing ?eld intensity 
and ?ux density have been transmitted from the data 
acquisition system 32 to the computer 20, these mea 
surements are combined and correlated according to 
well known relationships to derive values for a number 
of magnetic properties. As indicated previously, these 
magnetic properties can all be determined from the data 
relating to ?eld intensity and flux density and include 
coercivity, remanence, hysteresis loss, initial permeabil 
ity, maximum differential permeability and differential 
permeability at remanence. Accordingly, the computer 
20 may be preprogrammed to carry out the calculations 
necessary to derive each of the desired magnetic param 
eters occurring at any position across the specimen 
surface. 
For example, permeability p.=B/H, differential per 
meability p.'=dB/dH. Coercivity He and remanence B, 
are calculated by analyzing the hysteresis loop data 
close to B=0 and H=0 respectively. 
The value of the hysteresis loss (W H) is calculated by 
integration around the hysteresis loop. Initial and an 
hysteretic permeabilities p/in and plan are obtained using 
linear least-squares analysis of data at the origin H=0, 
B :0. Maximum differential permeability u’maxis calcu 
lated from the slope of the hysteresis loop at Ha, B=0. 
As previously indicated, in the preferred embodiment 
of the invention the computer 20 controls the position 
of the magnetic inspection probe 14 during the scanning 
measurements of magnetic properties. Accordingly, the 
position of the probe 14 relative to the surface of the 
specimen is known at any point and it is therefore possi 
ble to correlate the magnetic properties of the specimen 
determined by the above relationships to locations 
across the specimen surface. Alternatively, if the com 
puter 20 is not used to control the position of the mag 
netic probe 14, data relating to the position of the probe 
may be obtained by other means. For example, as indi 
cated above, the probe positional data may be entered 
into the computer manually or may be passed as a volt 
age signal through data acquisition system 32. 
In an important aspect of the present invention, the 
computer 20 is preferably used to develop a multidi 
mensional matrix indexing magnetic properties to loca 
tions across the surface of the specimen. Hence for any 
location on the specimen surface, multiple magnetic 
properties may be known. This data may be stored on 
5,394,083 
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storage means 34 such as a hard disk or other suitable 
means as are well known in the art and later retrieved 
for evaluation at any desired time. 
It should be noted that the correlation between mag 
netic properties and surface location is extremely ?exi 
ble. Thus, while the magnetic properties may be in 
dexed directly to the position where such properties 
were measured, such a direct one-to-one correspon 
dence is not absolutely necessary. In fact, any useful 
correlation between magnetic properties and surface 
location may be utilized and is considered to be within 
the scope of the invention. 
In another important aspect of the present invention, 
the data calculated with respect to the various magnetic 
material properties can be displayed by means of a color 
monitor as a “false color image” illustrating multiple 
magnetic properties or combinations of properties as 
they occur across the surface of the sample specimen. 
The term “false color image” is used to describe an 
image of the sample surface illustrating the magnetic 
properties which are present across that surface by 
means of color and shading. The image is described as 
being “false” due to the fact that the actual physical 
appearance of the specimen is not illustrated. Rather, 
what is seen in the image as color are the magnetic 
characteristics of the sample as they occur across any 
de?ned surface of the sample specimen. 
In the preferred operation of this display feature, the 
positional and magnetic data which has been correlated 
by the computer 20 is retrieved from storage means 34 
and converted to a digitized color code by means of a 
display driver 36. The digitized code data may thereaf 
ter be transmitted to a color display system 38 for illus 
tration of the magnetic property values occurring 
across the specimen surface. This illustration is per 
formed by drawing the color coded data in pixels on the 
display at X/Y screen positions illustrating the relation 
of the magnetic properties to positions on the specimen 
surface. 
In the preferred embodiment, the display driver 36 
will be controlled by the computer 20 or other suitable 
control means which in turn are controlled by the oper 
ator through commands to retrieve and display mean 
ingful selected data. 
Importantly, once the data relating to scanning posi 
tion and magnetic properties has been collected and 
correlated, it is possible to display an image illustrating 
the occurrence and variation of any magnetic property 
over any de?ned surface area. For example, an image 
could be displayed illustrating a magnetic property or 
combination of properties of interest across the entire 
specimen surface so as to provide a broad overview of 
the variation in these properties within the specimen. 
Likewise, any property of interest could be displayed 
across a small area so as to clearly identify the exact 
location of any discontinuities in the sample specimen. 
Thus, multiple images can be displayed illustrating mul 
tiple parameters of interest. 
In accordance with the above description, it is seen 
that the present invention provides a system and 
method for use in the localized measurement of the 
magnetic properties of a material. This invention is 
particularly useful in the evaluation of ferromagnetic 
materials. More speci?cally, a system and method are 
provided for deriving and displaying a color representa 
tion of the magnetic properties across the surface of a 
sample specimen. 
I claim as my invention: 
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1. A multiparameter magnetic imaging system for 
deriving and displaying a multidimensional color repre 
sentation of intrinsic magnetic properties of a material 
derived from a plurality of hysteresis measurements, the 
system comprising in combination: 
means including an inspection probe for subjecting 
localized areas of a specimen of the material to a 
magnetic ?eld and measuring the localized re 
sponse of the specimen, 
control means associated with the inspection probe 
for controllably varying the strength of the mag 
netic ?eld to produce and store localized hyste 
resis measurements; 
means for scanning said probe over the surface of 
the specimen for taking a sequence of localized 
hysteresis measurements at each of a plurality of 
locations across the specimen surface; 
means for correlating said localized hysteresis mea 
surements to the locations on said specimen surface 
at which the measurements were taken; 
means for deriving values for at least one intrinsic 
magnetic property for the respective locations of 
the specimen from said localized hysteresis mea 
surements; and 
means for displaying a false color image of the surface 
of the specimen in which the color displayed for 
the surface at each respective location is related to 
the value of the derived intrinsic magnetic prop 
erty at the respective locations, to produce a color 
map of the specimen surface displaying the varia 
tion of the derived intrinsic magnetic property 
across said specimen surface. 
2. The system of claim 1 wherein: 
the means for deriving derives values for a plurality 
of intrinsic magnetic properties for each respective 
location from said localized hysteresis measure 
ments; and 
the means for displaying assigns respective colors to 
the respective derived intrinsic magnetic properties 
to cause the false color image to distinguish there 
between. 
3. The system of claim 1, wherein said control means 
for controlling the magnetic ?eld comprises a program 
mable power supply. 
4. The system of claim 1, further comprising data 
acquisition means for collecting and storing the local 
ized hysteresis measurements collected by said inspec 
tion probe. 
5. The system of claim 1, wherein said means for 
correlating the localized hysteresis measurements to 
locations across said specimen surface comprise a com~ 
puter. 
6. The system of claim 1, further comprising data 
storage means for storing magnetic and positional data. 
7. The system of claim 1, wherein said magnetic prop 
erty displayed on said false color image is selected from 
the group which includes coercivity, remanence, hyste 
resis loss, initial permeability, maximum differential 
permeability and differential permeability at remanence. 
8. The system of claim 1, further comprising position 
ing means for positioning the probe across said speci 
men surface. 
9. A multiparameter magnetic imaging system for 
deriving and displaying a multi-dimensional color rep 
resentation of intrinsic magnetic properties occurring 
across the surface of a specimen derived from a plural 
ity of hysteresis measurements, the system comprising 
in combination: 
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an inspection probe for generating and measuring a 
magnetic ?eld and measuring magnetic flux in lo 
calized areas of the specimen; 
a control system for controlling the power supplied 
to said inspection probe at a plurality of levels to 
generate a controllably variable magnetic ?eld; 
acquisition means for collecting the magnetic ?eld 
and flux data measured by said inspection probe to 
produce localized hysteresis measurements; 
means for scanning the inspection probe across the 
surface of the specimen to cause the acquisition 
means to collect the localized hysteresis measure 
ments for a plurality of locations across the surface 
as the inspection probe is scanned over said surface; 
means for deriving values for at least one intrinsic 
magnetic properties for the respective locations of 
the specimen from the localized hysteresis mea 
surements; 
means for correlating the derived intrinsic magnetic 
property values of the specimen to the locations 
across the specimen surface at which the hysteresis 
measurements were made; 
means for storing data representative of said derived 
intrinsic property values in indexed relation to said 
locations across the specimen surface; and 
means for displaying a false color image of the speci 
men surface in which the color displayed for the 
surface at the respective locations is related to the 
values of the derived intrinsic magnetic property. 
10. The system of claim 9, wherein said magnetic 
property displayed on said false color image is selected 
from a group which includes coercivity, remanence, 
hysteresis loss, initial permeability, maximum differen 
tial permeability and differential permeability at rema 
nence. 
11. The system of claim 9, further comprising scan 
ning means to scan said inspection probe across said 
specimen surface. 
12. The system of claim 9 in which: 
the means deriving derives a plurality of intrinsic 
magnetic properties for the respective locations of 
the specimen from the hysteresis measurements; 
and 
the means for displaying produces false color images 
for the respective derived intrinsic magnetic prop 
erties which distinguish between the derived intrin 
sic magnetic properties. 
13. A method for carrying out the localized measure 
ment of intrinsic magnetic properties of a material de 
rived from a plurality of hysteresis measurements, com 
prising the steps of: 
scanning over a surface of a specimen of the material 
and taking localized hysteresis measurements of the 
specimen at a plurality of locations across the sur 
face of the specimen; 
determining from the hysteresis measurements at the 
respective locations values for at least one intrinsic 
magnetic property of the specimen across the sur 
face thereof; 
correlating the determined intrinsic magnetic prop 
erty to the locations at which the hysteresis mea 
surements were taken; and 
displaying a false color image of the surface of the 
specimen in which the color displayed for the sur 
face at the respective locations is related to the 
value of the intrinsic magnetic property at the re 
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spective locations, to produce a color map of the 
specimen surface displaying the variation of the 
determined intrinsic magnetic property. 
14. The method of claim 13, wherein the hysteresis 
measurements across the surface of the specimen are 
measurements of ?eld strength and magnetic ?ux in the 
specimen 
15. The method of claim 14, wherein the determined 
magnetic property is selected from a group which in 
cludes coercivity, remanence, hysteresis loss, initial 
permeability, maximum differential permeability and 
differential permeability at remanence. 
16. The method of claim 13 wherein: 
the determining step determines a plurality of intrin 
sic magnetic properties across the surface of the 
specimen from the hysteresis measurements; and 
the displaying step assigns different colors to the false 
color image of the specimen for the respective 
determined intrinsic magnetic properties to distin 
guish therebetween. 
17. A method for carrying out the localized measure 
ment of intrinsic magnetic properties of a material de 
rived from a plurality of hysteresis measurements, com 
prising the steps of: 
(a) scanning the surface of a specimen of the material 
by: 
(i) applying a magnetic ?eld to a plurality of loca 
tions across the surface of the specimen; 
(ii) identifying coordinates of each said location of 
the ?eld application; 
(iii) measuring the magnetic ?ux in the material in 
response to the application of the magnetic ?eld 
at each said location; and 
(iv) controllably varying the magnetic ?eld at each 
said location to produce localized hysteresis 
measurements at said location; 
(b) determining localized values for the at least one 
intrinsic magnetic property of the material at each 
said location from the magnetic flux and magnetic 
?eld hysteresis measurements raked across the 
specimen surface at said locations; 
(c) indexing the determined intrinsic magnetic prop 
erty to the coordinates of the locations on the spec 
imen surface at which the measurements were 
taken; and 
(d) displaying a false color image of the specimen 
surface in which the color displayed for the surface 
at the respective locations is related to the values of 
the intrinsic magnetic property at the respective 
locations, to produce a color map of the specimen 
surface displaying the variation of the determined 
intrinsic magnetic property across the surface. 
18. The method of claim 17, wherein said determined 
magnetic property is selected from a group which in 
cludes coercivity, remanence, hysteresis loss, initial 
permeability, maximum differential permeability and 
differential permeability at remanence. 
19. The method of claim 17 in which: 
the step of determining determines a plurality of mag 
netic properties at each said location; and 
the step of displaying assigns different colors to the 
false color image of the specimen by the respective 
derived intrinsic magnetic properties to distinguish 
therebetween. 
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